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Inserts must be aligned on

the same center line

1.01 in

[25.6 mm]

R.125 in

[3.2 mm]

.950 in

[24.1 mm]

1.13 in

[28.6 mm]

.504 in

[12.8 mm]

.563.004 in

14.30.1

 mm[ ]

Height

.031 in

[.8 mm]

.031 in

[.8 mm]

.94 in

[23.9 mm]

.504.004 in

12.80.1

 mm[ ]

Inserts to be flush 

with faces +.000/-.002

TGC logo and dwg# to

be recessed .031 below

surface

.188 in

[4.8 mm]

.031

.313 in

[7.9 mm]

.094 in

[2.4 mm]

A

.005 A

.005 A

.131 in

[3.3 mm]

2165 Series

Part #

Height

Thread Size

Thd Depth in dec. Insert Length

GINS-2165-1A 1.000"

1/4-20x5/16 deep

.315" .413"

GINS-2165-1B 1.250"

1/4-20x5/16 deep

.315" .413"

GINS-2165-M1A 25 mm

M6-1 X8 deep

10.5 mm

GINS-2165-M1B 32 mm

M6-1 X8 deep

10.5 mm

Inserts

Part# Material

As shown Aluminum

Followed by -B

Brass

Followed by -S

Steel

Hex Shaped Inserts

.313 in

[7.9 mm]

 at least 5 

full turns on thread

Insert Length

Thread Depth

TABLE

Linear

Inj. mounlding Comp. Moulding

Metal

.236" to 1.181" ±.019" ±.019" ±.008"

1.181" to 4.724" ±.031" ±.039" ±.011"

4.724" to 15.748" ±.047" ±.059" ±.019"

15.748" to 39.37" ±.078" ±.098" ±.031"

           solomon chiang


